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COLOUR TEMPERATURE 

CONTROL

non DIM 1
DIM DALI / CLO 3

Order options 

3000 K 5
4000 K 6

TASK S 1200 SUSPENDED

TASK S 1800 SUSPENDED

TASK S 2400 SUSPENDED

23 W 3000 K 
4000 K 

2430 / 450 lm
2580 / 480 lm

55 W 3000 K 
4000 K 

3980 / 2500 lm
4230 / 2660 lm

35 W 3000 K 
4000 K 

3650 / 680 lm
3880 / 720 lm

47 W 3000 K 
4000 K 

4870 / 900 lm
5170 / 960 lm

82 W 3000 K 
4000 K 

5970 / 3750 lm
6340 / 3990 lm

109 W 3000 K 
4000 K 

7960 / 5000 lm
8460 / 5320 lm

0 5 9 - 5 2 5 4 7 P

0 5 9 - 5 2 5 6 7 P

0 5 9 - 5 2 5 8 7 P

0 5 9 - 5 2 6 4 7 P

0 5 9 - 5 2 6 6 7 P

0 5 9 - 5 2 6 8 7 P

SYSTEM POWER

SYSTEM POWER

SYSTEM POWER

SYSTEM POWER

SYSTEM POWER

SYSTEM POWER

ORDER CODE

ORDER CODE

ORDER CODE

ORDER CODE

ORDER CODE

ORDER CODE

COLOUR TEMP. LUMINOUS FLUX

COLOUR TEMP. LUMINOUS FLUX

COLOUR TEMP. LUMINOUS FLUX

COLOUR TEMP. LUMINOUS FLUX

COLOUR TEMP. LUMINOUS FLUX

COLOUR TEMP. LUMINOUS FLUX

daylight & movement sensor on request

DIRECT / INDIRECT SOFT

DIRECT / INDIRECT SOFT

DIRECT / INDIRECT SOFT

DIRECT / INDIRECT POWER

DIRECT / INDIRECT POWER

DIRECT / INDIRECT POWER
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UGR < 19
DIRECT / INDIRECT 

version

MATERIAL COLOUR

white

60°

120°

60°

120°

60°

120°

60°

120°

microprismatic microprismatic

direct / indirect soft direct / indirect power

LIGHT DISTRIBUTION Technical data

TASK S 1200 SUSPENDED 55  W 
direct / indirect power

GLARE EVALUATION 
Room dimensions 5.4×4.05×2.7 m 
Suspension height* 1.5 m 
Reflection factors 0.7 | 0.5 | 0.2 
Maintenance factor 0.8 
X=4 H Y=8 H S=0.25 H 
 
UGR transversal <19 
UGR axial <19
 
65° < 3000 cd/m2 
 
*above working surface

150 200 300 500 750

UGR 
< 19

UGR 
< 19

55PRODUCT DETAILS

LICHTTECHNIK DIREKT/INDIREKT POWER
SYSTEMLEISTUNG FARBTEMPERATUR LICHTLEISTUNG LICHTVERTEILUNG

55 W 3000 k 3980/2500 lm

 4000 k 4230/2660 lm

 5700 und 6500 k sowie alle anderen Farb-
 temperaturen gegen Aufpreis möglich.

e2

LED
UGR
< 19

1 DALI
ADDR.

CRI
> 90220-240 W

62

WL4 VERBINDET LICHT MIT KONFERENZ-TECHNOLOGIE

Paneel aus corean zur direkt Deckenmontage oder an höhenverstellbaren Stahlseilen abgependelt. 
Aufnahme unterschiedlicher einlagen möglich. Leuchten im Lieferumfang enthalten
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BESONDERHEIT

Dali-dimmbares eVG (Flacker- und geräuschfreies Amplituden Dimmen) 1-100% Lichtstrom 

STANDARD LIEFERUMFANG

2 Flächenlichtleuchten wie oben beschrieben – einlegeelement in corean zum „optischen“ Schließen 
des mittigen Ausschnittes. Alternativ in echtholz oder nach Ral lackiert.

OPTIONEN / GEGEN AUFPREIS UND AUF ANFRAGE

integration von beispielsweise Dokumentenkameras (Visualizer), Mikrofonie, Lautsprechern oder 
engstrahlenden, hochentblendeten LeD Downlights
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ABMESSUNGEN

WESENLICHT VeRtRieBS- UnD hAnDeLS GMBh
A kAStAnienALLee 37  /  71638 LUDWiGSBURG (GeR)
t  +49.711.48906-07  /  +49.172.4173073
W  Sh@WeSenLicht.De  /  WWW.WeSenLicht.De
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